crosby wire rope end terminals




Crosby® Forged Wire Rope Clips

+ Each base has a Product Identification Code (PIC) for material traceability, the name
G-450 “CROSBY" or “CG" and a size forged into it.
) + Based on the catalogue breaking strength of the wire rope, Crosby wire rope clips
— have an efficiency rating of 80% for 3-4mm to 22mm sizes, and 90% for sizes 24 -
26mm through to 90mm.
« Entire clip-galvanised to resist corrosive and rusting action.
+ Sizes 1/8" through 2-1/2" have forged bases.
= All clips are individually bagged and tagged with proper application instructions and
warning information.
§ + Crosby products meet or exceed all the requirements of ASME B30.26 including
' identification, ductility, design factor, proof load and temperature requirements.
Importantly, Crosby products meet other critical performance requirements including
fatigue life, not addressed by ASME B30.26.
« Look for the Red U-Bolt, your assurance of genuine Crosby clips.

Crosby clips, all sizes except 68-72mm and 85-80mm meet the performance requirements of EN13411:2003. Crosby clips, all sizes 6mm and
larger, meet the performance requirements of Federal Specification FF-C-450 TYPE 1 CLASS 1, except for those provisions required of the
contractor

Rope G-450 Std Weight Dimensions
Size mm| Stock No. | P2%Ka%€ |0 100 kg —
- : Qty. lalslc] D] E F G | H
34 1010015 00 2.72 S5e0(183][1M2][NMM9f104]965]206(239
5 1010033 00 454 635]2461142]150] 127 [ 112]239]295
6-7 1010051 [i1] 862 7resje62l127]1910 168 [142]302[3066
8 1010079 00 127 965]1351]191]224] 183 [175]333[429
9-10 1010097 100 218 11.2]1381]1191]125412311191]414[493
11 010113 50 354 1271478]1254|302] 262 [224]1460]580
12-13 1010131 50 363 12714781254 (302[287 |224]1485]580
14-15 010159 50 494 4215701318]1333]1310[239]1525]635
16 1010177 50 499 142]1605[318[333]340[239]525]635
18-20 | 1010195 25 64 157]700]366[381]358 [269]570]720
22 010211 25 96 191]790/411/445]404 [318]620]805
24-26 | 1010239 1] 14 01]800]460[478]452 |318]|67V0]880
28-30 | 1010257 0 28 91]1985]510]510]485[318]715]910
32-34 010275 0 99 22411081540[585] 5655|366 7951 105
36 010293 0 200 224|118 |585]6056] 585 366|795 106
38 010319 0 247 2241125]605]665] 620 [366]865] 113
41-42 010337 Bulk 319 2541135]665]700] 675 |414]92 21
44-46 010355 Bu 424 2871146170077 5] 7454609700 134
48-52 010373 Bu 590 318|164 |760[860[ 835 |510] 113 | 149
56-58 010391 Bu 726 31.8]181]810[985[81.0[510] 114 | 162
62-65 010417 Bulk 862 318]1195]875]105]1 935|510 103 | 168
"68-72 010435 Bu 1043 318]211]905] 111 [ 124 |51.0] 127 | 175
75-78 010453 Bu 406 13812339851 121] 119 |605] 149 | 194
“85-90 | 1010426 Bu 814 13811273 ] 114 ] 140 ] 152 |60.5] 157 | 213

+ Each base has a Product Identification Code (PIC) for material traceability, the name

“Craosby” or CG, and a size forged into it.

+ Entire clip is made from 316 stainless steel to resist corrosive and rusting action.

+ All components are Electro-Polished.

« All clips are individually bagged or tagged with proper application instructions and
warning information.

Ats_o available in Rope | G450 |, squ. Weight D.m;nns].ons
stainless steel Size mm| Stock No. | " 25%@9% |her 100 kg
$S-450 : Qty. A B C D E F G H
3-4 1010015 100 272 5601183 1121119104 |965]206]239
5 1010033 100 4 54 635|246 142150127 | 11.2]239]295
6-7 1010051 100 8.62 78512621127 1191] 168 | 1421302366
8 1010079 100 12.7 O65]35 111912241183 117513331429
9-10 1010097 100 218 112138 1[191]254]231]19.1[41.4]493
11 1010113 50 35.4 1274761254302 262|224 460|580




Crosby® S-421T Wedge Sockets

S-421T - Basket is cast steel.
+ Wedge socket terminations have an efficiency rating of 80% based on the catalogue strength

of XXIP wire rope.
n « Crosby products meet or exceed all the requirements of ASME B30.26 including
' identification, ductility, design factor, proof load and temperature requirements.
Importantly, Crosby products meet other critical performance requirements including
fatigue life, not addressed by ASME B30.26.
« Individually magnetic particle inspected.
+ Pin diameter and jaw opening allows wedge and socket to be used in conjunction with open
swage and spelter sockets.
+ Secures the tail or “dead end"” of the wire rope to the wedge, thus eliminates loss or
“Punch out” of the wedge.
« Eliminates the need for an extra piece of rope and is easy installed.
+ The TERMINATOR™ wedge eliminates the potential breaking off of the tail due to fatigue.
+ The tail, which is secured by the base of the clip and the wedge, is left unaltered and
available for re-use.
+ Incorporates Crosby's patented QUIC-CHECK® “Go” and “No-Go" feature cast into the
wedge. The proper size rope is determined when the following criteria are met:
- The wire rope should pass through the “Go” hole in the wedge.
- The wire rope should not pass through the "No-Go" hole in the wedge.
e l « The standard S-421 wedge socket can be retrofitted with the new style TERMINATOR ™

. ] wedge.
« Available with bolt, nut and cotter pin.
= __@] « US Patent 5.553.360 and foreign equivalents.
L— O
S-421T Wedge Sockets
Optional G-4082
v Wire Rope | S-421T | weight | S421TW [Wedge only Bolt, Nut & Cotter
] f[ Dia (mm) | Stock No* | Each (kgs) Vf;ﬁc';'zﬁl E:gﬁ'?f'sj 2092 Stock No | 51082 Weight
Ao ge only 9 Each (kgs)
R \ 910 1035000 144 | 1035555 | 023 1092227 0.17
A 113 | 1035000 | 279 | 1035564 | 048 1092236 031
-- 1416 | 1035018 | 440 | 1035573 | 081 1092254 0.52
1819 | 1035027 | 656 | 1035562 KE 1002281 0.86
2022 | 1035036 | 975 | 1035501 182 1092307 146
2426 | 1035045 | 139 | 1035600 | 244 1002325 244
28 1035054 | 205 | 1035609 | 3.56 1002343 3.40
3032 | 1035063 | 294 1035618 | 4.80 1002372 4.70
Wire Rope | S-421T Dimensions mm
Dia mm Stock No.*
A B C 0] G H J K L P R ] T A
T RSO IS N P T N W I S P T I N Pl i
13| 1035000 | 175 [ 881 ] 254 | 254 [ 411|655 | 226 | 300 260 | 463 12.7 | 650 | 126 [ 445] 478
16| 1035016 [ 210 | 100 [ 315 [ 302 [ 538 114 [ 272 (505 | 310 era 142|826 (1761510 565
510 | 1035027 | 251 | 130 | 351 | 951 | 620 134 [ 314 [ 612 [ 36 [66s [ 165 o072 [ 196595 [ 650
2022 | 1035036 | 25 | 149 | 44.5 | 414 | 685 ] 156 | 365 [ 63.0 | 424 [ 795 10.1] 100 [ 224 | 685 745
2426 | 1035045 | 325 | 161 | 51.0 | 51.0 [ 74.7 | 177 | 414 | 172 | 610|955 224 | 119 | 262 | 72.0] 835
— 5 035064 | 365 | 176 | 570 [ 670 [ 540 | 194 | 465 | 650570 108 | 264 | 138 | 270 825 605 ]
30-37 | 1035063 | 415 | 222 | 6.5 | 635 | 9051 230 | 520 | 747 | 505 114 | 2601 156 [ 3021 117 1 125

* 5-421T Terminator™ Assembly includes socket, wedge. pin and wire rope clip.

NOTE: For intermediate wire rope sizes, use next larger size socket.



Crosby® US-422T Utility Wedge Sockets

« Basket is cast steel.

+ Wedge socket terminations have an efficiency rating of 80% based on the catalogue
strength of XXIP wire rope.

« Wedges are colour coded for easy identification.

+ Blue - largest wire line size for socket.

+ Black - mid size wire line for socket.

- 7/16" for US4

+ 9/16" for US5

+ Orange - smallest wire line size for socket.

« Cast into each wedge is the model number of the socket and the wire line size for
which the wedge is to be used.

« Cast into each socket is the name “McKissick”, “Crosby” or “CG”, its model number
and its wire line range.

- By simply changing the wedge, each socket can be utilised for various wire line
sizes. (Ensure correct wedge is used for wire rope size).

+ Load pin is forged and headed on one end.

+ US-422 wedge sockets contain a hammer pad (lip) to assist in proper security of
termination.

+ Crosby products meet or exceed all the requirements of ASME B30.26 including
identification, ductility, design factor, proof load and temperature requirements.
Importantly, Crosby products meet other critical performance requirements including
fatigue life, not addressed by ASME B30.26.

+ UWD-422 wedges are only to be used with the US-422 wedge socket assemblies.
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US-422T Utility Wedge Sockets

Model |Wire Rope| U§422T Weight | Wedge: |\Weight Dimensions mm
No. | Size mm toc Each Only Each

Mo. | (kgs) |StockNo | has) AT B [Cc D [G[H|[J[KIJL]JFI[R][S[TJU][V
[US4T 0|04 0 | 1047210 027 | 173|002 |254| 054 a14|714]| 214|351 |66 403|127 64 3] 112[485]54 4
US4T 1 04 047301 | 027 [173|902|254| 254414 714|222 |27 4260492127 |64 a[135|44 7|47
US4T, 3|04 047329 | 027 | 173|002 [254|254|414]714] 222250266493 127]643|135(447]478
SET 13 1104 047338 | 045 [233] 107 [358|318]s41|ed 1284|467 |38 1|762]16.0]826]19.1][488]54
US5 4 0 047347 | 045 | 233 107 |458] a1 68]|541) 84 1] 291|610 281 762]| 16082 6|17 5|50 8|55 4]
USE g 047356 | 045 | 233 | 107 |3568] 316 |54 1|64 1] 201 | 504|381 | 762 16.0]626]17.6]506]554
1S6 3 047365 | 0.64 | 240 | 110 |38.1|3168|566]622] 303 [63038 1| 76.2]|142]|826]|224[605][A58
USET B 047374 | 064 (240 110 |38 1]|316]560]| 022|300 | 51638 1] 762|142|826(224|541|66.8
USEA 3 7383 ] 1.0 260 134 |46.0]41.4JG0.5) 140 | 225 | 48538 0] 73.2] 101 105 [17.5] 82 8]88.d)
USBAT g 047392 22 [269] 144 [46.0[414|605] 145 [344 (605280722 19.1] 105 |196]|79.2|859
(0US71 2 046674 118 [ 286 33| a18[683 Fo0 414|322 168326826053 B[650]
DES 25 04663 | 1.18 | 286 | 130 |23.3]| 318|682 ~ |F50|412| 828 158|306 26.0]|47 805
I 72 3 _|1047425]| 34 | 324 | 177 | 460414 77.7] 193|407 | 720 |410] 792 105 | 224 | 96.6] 106
NEEN 5 D43417] 147 | 1047431] 30 | 324 177 (260141477 7] 186 | 317 | 58041 0] 792 19.1] 105 |26 2|95 5] 102
USi0T| 28 044426 251 | 1047440 57 | 405 | 219 |46.0|41.4 |90.7| 232 | 501 | 82.8 | 566 111 [19.1] 105 |27.7| 121] 129
[US101] 32 1044435| 262 | 1047450 6.8 | 405 | 219 [46.0]41.1]00.7] 229 | 514 [ 119 56.6] 111 [19.1] 105 |30.2] 117 125
US117] 28 lﬁm‘il %Z_S (1047466 | 57 | 415 | 200 |66 5| 6ab|004| 232 | 507 | 6o 6 | 504 | 114 | 260 156 [27.7| 121 | 129]
[USTT_ 32 1043453 294 | 1047477 686 [415] 207 [A65]| 625 |004] 230 520 | 747 | 594 ] 114 |26 0] 156 [302] 117 | 125

" UWO-422T Terminator™ Style
1 Non Terminator™ Style
NOTE: For intermediate wire rope sizes, use next larger size sockel.




Crosby® Button Spelter Sockets

SB-427

- Available in six sizes for 1/2" to 1-1/2".

« Button spelter terminations have a 100% efficiency rating, based on
the strength of the wire rope.

+ Designed for use with mobile cranes. Can be used to terminate high

compound.

+ Sockets and buttons are re-usable.

« Replacement buttons and sockets are available.

performance, rotation resistant ropes and standard 6 strand ropes.
« Easy to install assembly utilizes Croshy WIRELOCK® socketing

5 I i i
) L E Wire Rope Size $B.427 |Weight Socret BOunlon Dimensions mm
1[] C ! | stock | gach | " ny
(In.) (mm) [ "No kgs Stock | Stock | Al lclDlElF LUl K]|L
g ) No. No.
8 1/2-5/8 |13-16[1052005] 2.76 [1052107[1052309] 183 |67.6132.5130.2|31.0|15.7]38.1|188.916.35
| } 5/8-3/4 |16-19 (1052014 467 |1052116[1052318( 217 | 79.2|38.8]35.1|36.6 [ 19.1|44 5| 109 [9.65
3f4-7/8 |19-23 (1052023 7.75 |1052125[1052327| 254 | 92.0[452[41.1]42.9[22.4]52.3| 121 [9.65
[ 7f8-1  |22-26|1052032| 13.24 |1052134]|1052336( 298 | 111 |51.6(51.0(51.0126.2|61.9] 143 |16.7
11/8-11/4|28-32 [1052041] 20.86 |1052143| 1052345 351 | 127 |64.3|57.2|63.5(28.2|74.7| 180 | 19.1
138 - 11/2|35-38 [ 1052050 35.38 |1052152| 1052354 424 | 152 |77.0169.9|79.2(32.3|91.9] 205 [ 19.1
A A
L= - -
;{ . \L Wire Rope Size WIRELOCK WIRELOCK WIRELOCK
J (In.) (mm) Required (cc) Stock No. Kit Size (cc)
R 1/2-5/8 13-16 35 1039602 100
! 58 - 3/4 16-19 60 1039602 100
K IS 34-7/8 19-23 100 1039602 100
; 7/8 -1 22-26 140 1039602 100
i 118-114 | 2832 250 1039604 250
| 13/8-112 | 3538 420 1039606 500
—— | —




Crosby® Mooring Sockets

G-517 » Wide range of sizes availabl.e: .
- 2" through 3-5/8" Wire Line
+ "M-Line" socket terminations have a 100% efficiency rating, based
on the catalogue strength of the wire rope.
+ Galvanised finish.
+ Designed for today's higher strength classes of wire rope.
, « Design of bail allows for easy connection to shackles and other connecting links.

+ Socket design utilizes features to keep cone from rotating.

G-517
“M-Line” Mooring Sockets

Rope | G-517 Weight Dimensions mm

Dia mm|Stock No.| Each kgs| A B C D E F G

50-54 | 1005002 25.8 63.5 | 121 | 133 | 178 | 3.1 | 210 | 407

57-60 | 1005020 345 70.5 | 133 | 146 | 196 | 58.7 | 233 | 455

64-67 | 1005048 47.6 77.5 ]| 149 | 170 | 217 | 68.3 | 257 | 505

70-73 | 1005066 62.6 845 | 165 | 181 | 237 | 76.2 | 282 | 549

76-79 | 1005084 87.5 89.0 | 184 | 197 | 262 | 82.6 | 313 | 597

82-86 | 1005105 104 98.5 | 194 | 222 | 277 | 88.9 | 334 | 654

88-92 | 1005123 127 105 | 203 | 230 | 298 | 93.7 | 355 | 692




Crosby® Open Spelter Sockets

« Forged steel sockets through 1-1/2", cast alloy
steel 1-5/8" through 4".
+ Spelter socket terminations have an efficiency

G-416/S-416

Il

rating of 100%, based on the catalogue strength

of wire rope. Ratings are based on recommended
use with 6 x 7, 6 x 19, or 6 x 37, IPS or XIP (EIP),
XXIP (EEIP), RRL, FC, or IWRC wire rope.

|

All cast steel sockets 40mm and larger are magnetic particle inspected and ultrasonic inspected.
Proof testing available on special order. Drawing illustrates one groove used on sockets 6mm
through to 19mm. Sizes 22mm through to 38mm use 2 grooves. Sizes 40mm and larger use 3
grooves.

G-416 5-416
Open Spelter Sockets
Rope Stsrrr(;t:;al Gj;tﬁock :J;: — Weight Dimensions mm
Dia mm Diamm | Galv s Each kgs| A cC D F G H J L M N
5-7 - 1039619[1039628] 0.50 116 |19.1]17.5[9.65]|17.5[/39.6]|57.0|39.6|33.3[9.10
8-10 - 1039637[1039646] 0.59 123 |20.6]20.6|12.7[20.6|42.9(57.0|44.5]|38.1| 1.2
11-13 - 1039655[1039664| 1.02 141 |25.4 1254 |14.2|123.9|47.8|63.5|51.0[47.8]12.7

14-16 12-13 |1039673]1039682| 1.63 171 |131.8]30.2|17.5(28.7|57.0|/76.0 |63.5|57.0| 14.2

18 14-16 |1039691]1039708| 2.64 202 |38.1]35.1]20.6|31.8]66.5|89.0|76.0/66.5]15.7
20-22 18-19 [1039717]1039726] 4.38 235 |44.5]141.4123.9|38.1]82.5] 102 |189.0(79.5]20.3
24-26 20-22 |1039735[1039744| 7.03 268 |151.0]151.0128.7(|44.5|95.5| 114 | 102 |95.5|22.4
28-30 24-26 |1039753[1039762| 9.75 300 |57.0]57.0131.8(51.0) 105 | 127 | 117 | 105 |25.4
32-35 28 1039771|1039780| 141 335 |63.5]63.5|38.1|57.0) 121 | 140 127|121 |28.7

38 30-32 [1039799|1039806] 21.4 384 |76.0|70.041.4|70.00 133 152 | 152 | 137 |30.2
‘40-42 | 33-35 [1039815]1039824| 249 413 |76.0|76.0 |44.5|76.0| 140 | 165 | 165 | 146 | 33.3
‘44-48 | 36-40 [1039833[1039842| 37.2 464 189.0189.0 51.0(79.5[/162] 191|178 | 165 [39.6
"50-54 | 42-45 11039851|1039860| 59 546 | 102 | 95.5 |57.0|95.5| 187 | 216 | 229 | 178 |46.0
‘56-60 | 46-48 |1039879|1039888| 76 597 | 114 | 108 |36.5| 102|210 | 229 | 254 | 197 | 54.0
'64-67 | 50-54 [1041633[1041642] 114 648 1127 | 121 |73.0] 114 | 235 | 248 | 274 | 216 |60.5
‘70-73 | 56-82 [1041651[1041660| 143 692 | 133 | 127 |79.0| 124 | 267 | 279 | 279 [ 229 | 73.0
'75-80 | 64-87 [1041679[1041688] 172 737 | 146 | 133 |86.0|133] 22 | 305 | 287 [ 241 |76.0
'82-86 | T70-73 [1041697[1041704| 197 784 | 159 | 140 92.0| 146302 | 330 | 300 [ 254 |738.0
"88-92 | T76-80 [1041713[1041722] 255 845 | 171 | 152 |98.5| 165|314 | 356 | 318 [ 274 |82.5
‘94-102 - 1041731]|1041740| 355 921 1191 ] 178 | 108|184 | 346 | 381 | 343|318 |89.0

* Cast Alloy Steel.




Crosby® Closed Spelter Sockets

« Forged steel sockets through 1-1/2", cast alloy
steel 1-5/8" through 4"

G-417 1 S-417

S

+ Spelter socket terminations have an efficiency

B )
rating of 100%, based on the catalogue strength i Ay
of wire rope. Ratings are based on recommended L

1

use with 6 x 7,6 x 19, or 6 x 37, IPS or XIP
(EIP), XXIP (EEIP), RRL, FC, or IWRC wire rope.

iNFTH) \|
-

All cast steel sockets 40mm and larger are magnetic particle inspected and ultrasonic inspected.
Proof testing available on special order. Drawing illustrates one groove used on sockets 6mm
through to 19mm. Sizes 22mm through to 38mm use 2 grooves. Sizes 40mm and larger use 3
grooves.

G-417 S-417
Closed Spelter Sockets
Structural Stock No. ) Dimensions mm

Rope Weight

Dia mm ;Zan:‘:.l GG‘;L? G;é" Eachkgs| A [ 8 | c o |F | |H|u|K]|L
8-7 - 1039897/1039904] 0.23 116 112.7]139.6 |22.4|9.65(17.5(39.6 |57.2]12.7| 46.0
8-10 - 1039913|1039922| 0.34 125 |15.8|42.9[24.6[12.7|20.6]|42.9|57.2]17.5|52.3
11-13 - 1039931/1038940] 0.68 140 |17.5|51.0[29.5(14.2|123.9|51.0|63.5]22.5]|58.7

14-16 12-13 [1039959|1039968] 1.13 162 [20.6 |67.035.817.5|30.2|67.0|76.2]25.4|65.0

18 14-16 [1039977|1039986] 1.92 194 126.9|76.2 [42.21224(33.3|70.0]|89.0|131.8|77.7
20-22 18-19 [1039995|1040000] 3.28 226 |33.3]92.0)49.3[25.4(38.1[82.5|102]38.1]90.5
24-26 20-22  [1040019{1040028] 4.76 254 |36.6] 105 |158.5|28.7|44.5[/95.5| 114 |44.5] 103
28-30 24-26 |1040037[1040046]) 6.46 283 |39.6] 114 |65.0131.8|51.0] 105 | 127 |51.0] 116
32-35 28 1040055|1040064] 8.95 309 |41.4]127 |71.0|38.1|58.5| 119 | 138 |56.5] 129

38 30-32 [1040073[1040082) 13.24 | 355 |49.3| 137 |81.0]41.4({70.5] 132 | 151 |62.5] 155
140-42 | 33-35 |1040091]1040108] 16.32 | 390 |54.0) 146 [82.5]144.5|76.2]| 140 | 165 [70.0] 171
144-48 | 36-40 |1040117)|1040126] 2596 | 445 [55.5]| 11 [95.5(51.0|79.5]| 162 | 191 |76.2] 198
150-54 | 42-45 |1040135|1040144| 35.83 | 505 |62.0| 194 | 111 |57.2|95.5| 167 | 216 [82.5] 224
156-60 | 46-48 |1040153]|1040162| 47.62 | 546 |70.0) 216 | 127 |66.8]|105 | 210 | 229 [92.0] 248
164-67 | 50-54 |1041759)1041768| 63.50 | 597 |79.5| 241 | 140 |74.5| 114 [ 235 | 248 [ 102 | 270
170-73 | 56-62 |1041777]|1041786] 99.79 | 645 [79.5)| 273 [ 159 [79.5]|124 | 259 | 279 | 124 | 286
175-80 | 64-67 |1041795]|1041802] 125 689 |85.6]292 | 171 |86.0| 133 | 292 | 305|133 | 298
182-86 | 70-73 |1041811]1041820| 142 743 1102 [ 311 1184 |92.0]146 | 311 [330 ] 146 [ 311
188-92 | 76-80 |1041839|1041848| 181 787 | 102 | 330 | 197 |98.5| 160 | 330 | 356 | 159 | 330
194-102 - 1041857]1041866| 246 845 | 108 | 362 | 216 | 108 | 184 | 362 | 381 | 178 | 356

tCast Alloy Steel




