Kabelschlag- Grummet Mindestumfang Gewicht in kg
cable laid grommets pro 1,0 mtr Umfang_

Grommet- MBL WLL MBL WLL Minimum weight in kgs per
diameter acc. EN 13414-3 acc. EN 13414-3 acc. IMCAM 179 acc. IMCA M 179 circumference 1,0 mtr circumferencel
9/3 mm 6,45 to 1,25to 6,10to 1,22 to 315 mm 0,26 kgs

12/ 4 mm 11,45 to 2,29t0 10,82 to 2,15t0 420 mm 0,46 kgs
15/5 mm 17,95 to 3,60 to 16,95 to 3,39to 525 mm 0,71 kgs
18/6 mm 2577 to 515to 24 34 to 487 to 630 mm 1,03 kgs

21/ 7 mm 3513 to 7,00 to 33.18to 6,64 to 735 mm 1,40 kgs

24 [ 8 mm 49,22 to 9,84 to 46,49 to 931to B40 mm 2,01 kgs

27 /9 mm 62,33 to 12,47 to 58,87 to 11,77 to 945 mm 2,54 kgs
30 /10 mm 76,87 to 15,37 to 72,60 to 14,52 to 1050 mm 3,14 kgs
33711 mm 93,06 to 18,61 to 87,8910 17,58 to 1155 mm 3,80 kgs
36/12 mm 111,23 to 222510 105,05 to 21,01to 1260 mm 4,52 kgs
39713 mm 1299510 2599 to 122 73 to 24 55 to 1365 mm 5,30 kgs
42 114 mm 150,88 to 30,18 to 142,50 to 28,50 to 1470 mm 6,15 kgs
48 / 16 mm 197,13 to 3943 to 186,18 to 37,24 to 1680 mm 8,03 kgs
54 /18 mm 248 89 to 49,78 to 235,06 to 47.01 to 1890 mm 10,20 kgs
60 / 20 mm 307,26 to 61,45 to 290,19 to 58,04 to 2100 mm 12,53 kgs
66 /22 mm 372,24 to0 76,28 to 351,56 to 72,04 to 2310 mm 15,15 kgs
72124 mm 442 72 1o 93,20 to 418,12 to 88,06 to 2520 mm 18,08 kgs




