
Lifting chain 
in different  constructions according to DIN EN 818-4 quality class 8 - 
(Grade 80) 

 

  

  one- two-*) three- and four-*) 

  
Strands/legs lifting chain 

maximum load factor in kg with  
the single strand bis max. inclinations ß till 

Inclinations - 45° 60° 45° 60° 
 - (90°) (120°) (90°) (120°) 
Thickness d1  

6 1120 1600 1120 2360 1700 
8 2000 2800 2000 4250 3000 
10 3150 4250 3200 6700 4750 
13 5300 7500 5300 11200 7500 
16 8000 11200 8000 17000 11800 
18 10000 14000 10000 21200 15000 
20 12500 18000 12500 26500 18000 
22 15000 21200 15000 32000 22400 
26 21200 30000 21200 40000 30000 
28 25000 35500 25000 50000 37500 
32 32000 40000 32000 63000 47500 
36 40000 50000 40000 80000 60000 
40 50000 63000 50000 - - 
45 63000 80000 63000 - - 

Die obigen Tragfähigkeiten 1) entsprechen ungefähr den nachstehenden 
Belastungsfaktoren: 

Belastungs-
faktoren 1 1,4 1 2,1 1,5 

   



Hook chain 

 
(Details) 

Ring chain  
(Details) 

Endless chain 

 
(Details) 

 
These slinging chains are not to be used at temperatures over 400°C.  
 
If the slinging chains are suspended however inadvertently temperatures over 400°C, 
they should be sent in to the manufacturer for examination.  
 
If slinging chains under -40°C and over +200°C are to be loaded with the full load-
carrying capacity, then slinging chains in special quality are to be used.  
 
Special productions of slinging chains on request. 

 

Top and end links A G 

d2 t2 b2 kg 

  tol. 
   tol.  

   tol.  
 ~ 

13 +/- 0,5 110 +/- 4 60 +/- 3 0,34 
16 +/- 0,6 110 +/- 4 60 +/- 3 0,53 
18 +/- 0,9 135 +/- 4 75 +/- 3,7 0,8 
22 +/- 1,1 160 +/- 8 90 +/- 4,5 1,5 
26 +/- 1,3 180 +/- 9 100 +/- 5 2,3 
32 +/- 1,6 200 +/- 10 110 +/- 5,5 3,9 
36 +/- 1,8 260 +/- 13 140 +/- 7 6,35 
40 +/- 2 300 +/- 15 160 +/- 8 9 
45 +/- 2,2 340 +/- 17 180 +/- 9 12,8 
51 +/- 2,5 350 +/- 17 190 +/- 9,5 17,2 
57 +/- 2,8 400 +/- 20 200 +/- 10 24,2 
63 +/- 3 430 +/- 21 220 +/- 11 32 
72 +/- 3,5 460 +/- 23 250 +/- 12 46 

A Suspension Link 

 

80 +/- 4 500 +/- 25 270 +/- 15 62 

 

  



Intermediate and end links B G 

d3 t3 b3 kg 
  Tol.   Tol.   Tol. ~ 
7 +/- 0,28 35 +/- 1,4 16 +/- 0,6 0,035 
10 +/- 0,4 44 +/- 1,7 20 +/- 0,8 0,09 
12 +/- 0,5 54 +/- 2,2 25 +/- 1 0,15 
13 +/- 0,5 54 +/- 2,2 25 +/- 1 0,18 
16 +/- 0,6 70 +/- 2,8 34 +/- 1,3 0,36 
18 +/- 0,9 85 +/- 4,2 40 +/- 2 0,53 
20 +/- 1 85 +/- 4,2 40 +/- 2 0,68 
22 +/- 1,1 115 +/- 5,7 50 +/- 2,5 1,06 
26 +/- 1,3 140 +/- 7 65 +/- 3,2 1,82 
32 +/- 1,6 150 +/- 7,5 70 +/- 3,5 3,05 
36 +/- 1,8 170 +/- 8,5 75 +/- 3,7 4,32 
40 +/- 2 170 +/- 8,5 80 +/- 4 5,5 
45 +/- 2,2 180 +/- 9 90 +/- 4,5 7,5 
51 +/- 2,5 200 +/- 10 100 +/- 5 10,8 
57 +/- 2,8 230 +/- 12 115 +/- 5,7 15,4 

B Suspension links  

 

63 +/- 3 250 +/- 13 125 +/- 6,5 20,6 
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